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i = 12 16 | 20 [ 25 ) 35 | 40 | 50 [ 70 | 100
nominal output torque (Nm) 165 | 165 [ 165 | 165 | 165 | 165 | 165 | 165 | 165
max. acceleration torque (Nm) 180 | 180 | 180 | 180 | 180 | 180 | 180 | 180 | 180
output shaft bearing: deep groove ball bearings 2RS
straight-toothed planeftary gearbox
backlash at oufput shaff: = 12 arcmin
lifetime: > 30.000h
efficiency: by rated load 92% (depends on ratio)
lubrication: lifetime-lubrication fltge"‘e"" KTZ:” MaBstab 1.2 “GEW‘E“”
. _ . oleranzen Werkstoff, Halbzeug Allgemein
nomlna.l output torque at n1 = 3.000 1/min O - 50 2765 - ot
operating temperature: -20°C bis +90°C — — e e
motor mounting: M2 (stocked driving pinion) Erst. [1005.2022] kanz | FPL-H118/2
o torque of clamping screw: 20Nm ?:”; 10052022 _ Kanz
operation mode: S1 Kd-Fr.

. . Blatt
operation ratios 81 consider mounting instruction GEizere. | L0110318-2-E22-K-M452 | 7/
protection sysrem: subject to modifications A3

Zust. Anderungen Datum__[Name] Ursprung
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